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SPECIFICATION GRADE LED Configuration:

BOLLARD
BEF SERIES
The Lumensource Bollards provides an excellent replacement to
traditional light sources such as fluorescent. Corrosion resistant 0.125” LAl —A—]
thick extruded aluminum provides high performance, energy saving, and ~ /~ \ T
long lasting light output perfect for area lighting needs. @ =
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FEATURES
B
e Universal input voltage for easy installation
e Protective powder coating for lasting appearance
o Impact resistant acrylic cylinder
e Specular aluminum louvers -
o Heavy duty anchor using (3) 1/2” x 12" x 2” galvanized on 5 1/2” anchor bolts
ORDERING INFORMATION
BEF-RT BEF-FT
Standard Configuration:
BLD BEF-RT 20 W 120 BK
model series wattage color voltage finish options
Model Color Finish
BLD - Bollard W - Warm White 3000K BK - Black
C - Cool white 5000K BZ - Bronze
Series GR- Green
Voltage VG - Verde Green
BEF-RT - 8" Ax42"B CC- Custom Color
BEF-FT - 8" AX 42" B 120
208 Options
240 .
Wattage 277 HS - House Shield
347 FS - Fuse
20W 480" SP - Surge Protector
40W )
(VAC input)

* Consult factory for availability
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