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Project:

Date:

Notes:

Configuration:

CONSTRUCFION: . mop | WAL SHAET| HT. | BASEPLATE | oT | ANCHOR | EPA |SHIP
‘Square straight aluminum poles  |5¢ | yumeer T8 8 B g |CIRCLE| BOTLS | 100 'WT.
.are fabricated from 6063
extruded tubing, heat treated to ~ |(O/SSA-11-308 | 120" |3°5Q.| & | & 12| & |3/4I63 | 90 | 208
‘produce a T6 temper.Theanchor  |(D|$5A-11-310 | 120" |3°5Q. | 10° | 8° |1/2° | 8" |3/4x16x3| 69 | 22¢
‘base shall be cast from a 356 alloy [()|ssa-11410 | 1257 |4*sQ. | 10° | 91/2° [1/2° | 91/2" | 3/dx16x3 | 85 | 314
aluminum, heat treaded t0aT6 |~ /qop 11412 | 1257 |47sq.| 127 91/2° | 12° | 9172 | 34x163 | 60 | 364
Gandition, The base telescapes ()|SSA-11-414 | 125" |4"5Q. | 14 | 91/2° | 1/2° | 91/2" | 3/4x16x3 | 32 | A1
the pole shaft and is circumferen- - : : E
tia"ywelded topto bottom' OSSA‘11'415 .125' 4'50- 15’ 91/2' 1/2' 91/2’ 3I4X16X3 2.6 44#
|
-Anchor bolts are fabricated from  [(O|S5A-11-416 | 125" |4°SQ. | 16" | 91/2° | 1/2" | 91/2° | 3/4x16x3 | 1.9 | 46#
hot rolled steel bar with (O)|SSA-11-418 | 1257 | 4°SQ. | 18" | 91/2° | 3/4" | 91/2° | 3/4x24x3 | 1.1 | 51#
 minimum yield strength of50,000 OlssA11420 | 1257 [4sq. | 20 | 91727 |3 | 9127 | 31x2e3 S6i
PSLANEROr boltsare sotdip (O|SA-11-520 | 125" |5°SQ. | 20" [101/2*| 17 | 11" | 3/4x24x3 | 24 | 1004
~galvanized in accordance to ’ ' ’
ASTM-A-153. (O|SSA-11-522 | 125" |5°SQ. | 22 [101/2*| 1" | 11" | 3/4x24x3 | 3.1 | 109#
‘ (O)|5SA-11-524 | 125" |5°SQ. | 24 [101/2*| 1* | 11" | 3/4x24x3 | 38 |118#
_ OPTIONS: (0| S5A-7-525 | .188" |5°SQ. | 25" [101/2*| 1* | 11" | 1x36x4 | 46 | 1224
- AT - 2-3/8"0.D.x 5"long tenon (O| s5A-7526 | 188" |5°SQ.| 26" 10172 | 1 | 11" | 1x36x4 | 43 1274
'BT-2-7/8"0D.x5"longtenon [ o= e [6°5Q. | 25 | 117 | 1 |111/2| 3/A043 | 58 | 143
. CT-3"0.D.x 5"long tenon
: . (0| S5A-7-626 | .188" |6°5Q. | 26" | 11" | 17 |[111/2°| 1x36x4 | 54 |148%
. BC - Two piece square base cover
' DR- Duplex recepticle ()| S5A-7-628 | 188" |6°5Q. | 28" | 11" | 17 |111/2°| 1x36x4 | 46 |168#
GFI - Ground Fault Interruptor (D] s5A-7-630 | .188" |6°SQ. [ 30° | 11" | 17 |111/2°| 1x36x4 | 38 |178#
 FINISH:
. Polyester powder fuse coating.
- BZ - Bronze
 BK - Black T
-GN - Green D
. WT - White l
( Other colors upon request)
*3"% 57
mnEenste ) L
— 3/8"GROUND BOLT
HoE— HEX NUT
COVER WASHER
) WASHER
! LEVELING NUT
LECBASE ROUT OR WIND
(OPTIONAL) WARRANTY IS VOID
N —CONC. FOOTING
——— ANCHOR BOLTS
(4TYR)
2964 W Valley Blvd., Alhambra, CA., 91803 USA  Visit: Calbuilt.biz =
Tel: 626-570-9333  Fax: 626-570-9777  E-mail: answers@lumensource.biz CAIBUILTY
Tt

© 2014 LUMENSOURCE. All Rights Reserved. Specifications are subject to change without notice

MADE IN US.A,




